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AG-3622 IEEE802.11a/b/g SMB Wireless Access Point 

 

u IEEE802.11a/b/g 
u 54Mbps 
u OFDM 
u WPA 
u Block SSID 
u WEP(64/ 128/152 bits) 
u DHCP 
u SNMP 
u POE 
u SuperAG 
u Multi SSID 

Model AG-3622 

Description IEEE802.11a/b/g  SMB Wireless Access Point 

    Feature 

Auto rate select 
11b mode: 11 , 5.5 , 2 ,1 Mbps 
11g mode: 54,48,36,24,18,12,9,6Mbps 
11a mode: 54,48,36,24,18,12,9,6Mbps 

Access Point Yes  

Bridge Mode Yes 

Station Adapter Mode Yes 

Repeater Mode Yes 

Networking Mode Yes 

WDS  Yes (AP + Repeater), Smart WDS 

802.11d Support Yes  

RTS Threshold Adjustable Yes 

Fragmentation Threshold 
Adjustable 

Yes  

Beacon Interval Adjustable Yes  

DHCP Client Yes 

DHCP Server Yes  

Ack Timeout Adjustable Yes (in meters, for long-distance applications) 

AP Scan Yes  

Transmit Power Control Manual adjustment with options: Full, Half(50%), Quarter(25%), Eighth(12.5%), 
Min  
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Atheros Super AG Mode Yes 

Atheros Multi SSID Mode Yes 

Standards 
IEEE 802.11b (2.4GHz)  
IEEE 802.11ag 7.1 draft compliant 
IEEE 802.3/ 802.3u (10/100-BaseTX) 

Security 

Authentication 
Open System 
Shared Key 
802.1X 

Encryption WEP (40, 128, 152-bit) with Passphrase WEP Key Generation 
TKIP 

WPA WPA with Radius 
WPA with Pre-Shared Key 

MAC Access Control Wireless MAC Access Control 
Wireless MAC Address Authentication with Radius 

Attached Station List/WDS Yes 

Enable/Disable SSID 
Broadcast 

Yes 

Wireless Isolation(Security 
Separator) 

Yes 

Dynamic Key Exchange EAP-MD5, EAP-TLS, EAP-TTLS, EAP-PEAP 

      Management 

Web-based Management Yes. Secure SSL 

Command Line Interface Yes. SSH or RS-232 (9600, N, 8, 1) 

Firmware Upgrade TFTP/ HTTP/ FTP 

Save & Load 
Configuration File 

HTTP/ FTP. The Configuration File is human-editable. 

SNMP V2 Agent: Private MIB, 802.11 MIB Supported 

Download the SysLog Yes 

Radius Accounting Yes 

Physical 

Chipset Intel IXP422 

Antenna Connector 2 x  R-SMA or N-female (options) 

Default button  Yes 

LED Indicators 1. Power (Green) 
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2. TEST:(Orange) 
3. LAN 10/100M(Green) 
4. LAN LINK/ACT (Green) 
5. Wireless 802.11ag (Green) 

Console RS-232 

Power Over 
Ethernet(POE) / 
Power Through Ethernet 
(PTE) 

Yes, Hardware switchable 

Power Supply DC 12V/1.2A 

Channels 

USA (FCC): 2.412GHz ~ 2.462 GHz (CH1 ~ CH11) 
Europe(ETSI): 2.412 GHz ~ 2.472 GHz (CH1 ~ CH13) 
Japan(TELEC) : 2.412 GHz ~ 2.472 GHz (CH1 ~ CH13) 
 
USA(FCC): 5.15GHz~5.35GHz,5.725GHz~5.825GHz 
China: 5.725GHz~5.85GHz 
Europe(ETSI): 5.47GHz~5.725GHz 

Modulation 

Ø IEEE 802.11ag (OFDM/DSSS) 
48/54 Mbps (QAM-64) 
24/36 Mbps (QAM-16) 
12/18 Mbps (QPSK) 
6/9 Mbps (BPSK) 
5.5/11 Mbps (CCK) 
2 Mbps (DQPSK) 
1 Mbps (DBPSK) 

Ø IEEE 802.11b (DSSS) 
5.5/11 Mbps (CCK) 
2 Mbps (DPQSK) 
1 Mbps (DBPSK) 

RF output power 15 dBm (± 3dBm) @ 54M 

Sensitivity  

Ø 11g @ PER < 10% 
 54Mbps:≦-65dBm 
 48Mbps:≦-66dBm 
 36Mbps:≦-70dBm 
 24Mbps:≦-74dBm 
 18Mbps:≦-77dBm 
 12Mbps:≦-79dBm 
 9Mbps:≦-81dBm 
 6Mbps:≦-82dBm 
 11Mbps:≦-80dBm 
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 5.5Mbps:≦-83dBm 
 2Mbps:≦-84dBm 
 1Mbps:≦-87dBm 
Ø 11b @ PER < 8% 
 11Mbps:≦-80dBm 
 5.5Mbps:≦-83dBm 
 2Mbps:≦-84dBm 
 1Mbps:≦-87dBm 

Power Consumption IEEE 802.11b TX: ≦ 800 mA RX: ≦ 400 mA 
IEEE 802.11ag TX: ≦ 800 mA RX: ≦ 400 mA 

Dimension  280 mm(L) * 180.5 mm(W) * 44.5 mm(H) 

Weight  2.04 Kg 

Environment 

Operating temperature 0~55℃ 

Storage temperature  –20~70℃ 

Humidity 5~95% 
 


